
Soldering/Desoldering Tool


OUTLINE

Designed For SMT and Thru-hole Desoldering of Eutectic or LeadFree Solders.
Utilizing a twin diaphragm internal pump, the soldering tool delivers quick and powerful suction for easy clean up.
FEATURES

· Double pump for quick and powerful suction and easy clean up

· Light Weight for ease of use for even long periods

· Low noise and vibration for user comfort

· The SC-400SA (Shop Air/Venturi) can be plugged directly to the machine using a factory air or independently using an internal double pomp N2 capable.

· The SC-400A (internal pump) is available also in SC-400SA (Shop air/venturi). The SC-400A/SA combination with the RD-500III/SIII IR Area heater and the cleaning mode software feature [image: image1.png]


during the removal process allow an easy fast clean up for narrow spaces avoiding any risks of pad lifting. By setting up the heating element at 120 watts of power, this solder cleaner has the power to keep the tip at or near the set temperature during the heaviest SMT continuous cleaning.
The higher power and better recovery result in two significant benefits.
1st there is much less clogging than with standard desoldering units.
2nd there is no need to increase the tip temperature which therefore results in longer tip life.
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Click here to see demo movie (AVI File:21,299KB) >>>
	OPTION

[image: image3.jpg]



Filter Cartridge (Glass Made)
Ref(100-439)
	RELATED OPTION
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PH-400
Spot Pre-heater to help fast and efficacy cleaning PH-400.


Station and Gun Specification
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Specification

	Station 

	Power
	AC100V·120V·230V 50/60Hz

	Power Consumption
	Max 240W　Stabilized 70W　(Include Gun)

	Air Supply
	Internal Twin Diaphragm Type Pump

	Dimension
	W100mm D170mm H136mm

	Weight
	1600g

	Cord Length
	2m


	Gun 

	Heater
	Ceramic Zero-Cross Switched

	Installation Resistance
	100MΩ（400 Degrees C ）

	Vacuum Power
	-62 kpa

	Max Temp.
 
	480 Degrees C (max)

	Dimension
	W190mm D28mm H155mm

	Weight
	300g

	Cord Length
	1m


	Other Tips 

	Ref No:
	Specification
	Marking
	φd
	φD1
	φD2
	Lmm

	50-01-11
	0.8 Std 
	0.8
	0.8
	2.5
	7.0
	12.5

	50-01-12
	0.8 SLIM 
	0.8S
	0.8
	2.0
	6.0
	14.0

	50-01-13
	0.8 U.SLIM 
	S8
	0.8
	1.5
	5.0
	11.5

	50-01-14
	1.0 Std 
	1.0
	1.0
	2.5
	7.0
	12.5

	50-01-15
	1.5 Std 
	1.5
	1.5
	3.0
	7.0
	12.5

	50-01-16
	1.0 SLIM 
	10S
	1.0
	2.0
	6.0
	14.0

	50-01-17
	1.5 SLIM 
	15S
	1.5
	2.2
	6.0
	14.0


*One piece of tip 1.0mm (50-01-14) is fitted in the main body.

