
DESOLDERING TOOL : SS-8200 


VERSATILE, COMPACT AND ERGONOMIC

This soldering iron has been dsesigned for the user that wants a simple but versatile soldering iron without having to waste bench space for the station.
Temperature control is acheived through a compact control unit located within the handle and the cord is plugged directly into the wall socket. A lightweight and ergonomically designed handpiece and a variety of standard tips make the SS-8200 one of the most versatile soldering irons on the market.
FEATURES

· Temperature control built into the handpiece and no station allow for quick use on the most crowded benchtop or assembly line.

· Efficient ceramic heating element provides the heat of a station type unit without the hassle of a station.

· ESD Safe design of heating element and materials allow for work on the most sensitive printed circuit boards.

· Over 10 tips available and custom tips available upon request to match any board and component shape and size.

SPECIFICATIONS

	Heater
	Ceramic type, 200 Watt

	Available Voltages
	100VAC, 120VAC or 230VAC

	Power Consumption
	80 Watts

	Temperature Range
	200-450 Degrees Celcius

	Dimensions
	202mm long X 20 mm diameter at grip area ( Does not include cord )

	Weight
	40 grams ( does not power cord )


OPTIONS

SS-8200 TIPS 
	NORMAL TYPE(Fe500mju) 
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ST-2A Iron Stand 
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	- ESD Safe Composition.
- Heat Resistant, Non-slip Rubber Base.
- Spring Holder Protects Iron Tip from Abuse. 


